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PRODUCT & INFORMATION
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TOLL FREE:18001204782



PWT 860 SINGLE VIBRATOR MACHINE
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T TECHNICAL SPECIFICATION

‘&) | MODEL 860 SINGLE VIBRATOR

< Power 5 HP Three Phase

v Hydraulic Pump Motor 3 HP 1440 mm Three Phase

8 Vibrator Motor 1.5 HP 2880 RPM Three Phase

= Travel Motor 0.5 HP 1440 RPM Three Phase

[T Operating Pressure 140 KG / cm2

E Vibrations 6000 HZ Amplitude Adjustable

O Malding Area 860 X 600 mm

Z Dimension 2000 X 1500 X 2000 mm

I Weight 1100 Kgs (Approx)

% Production Capacity 4" Block - 8 Block / Stroke, 2000 / Shift
=) 6" Block - 5 Block / Stroke, 1600 / Shift
R 8" Block - 4 Block / Stroke, 1100/ Shift

200 mm
200 mm
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TECHNICAL SPECIFICATION
MODEL 860 DOUBLE VIBRATOR 860 TRIPLE VIBRATOR
Total Power 6.5 HP Three Phase 6 HP Three Phase

- Hydraulic Pump Motor | 3HP 1440 RPM 3HP 1440 RPM

t Vibrator Motor 3HP 2880 RPM 2HP 2880 RPM +Top Vib (0.5HP)
= Travel Motor 0.5 HP 1440 RPM 0.5 HP 1440 RPM
g % Operating Pressure 140 KG / cm2 140 KG / cm2
(T Vibrations 6000 HZ Amplitude Adjustable 6000 HZ Amplitude Adjustable
Z :n Molding Area 860 X 600 mm 860 X 600 mm
8 E Dimension 2000 X 1500 X 2000 mm 2000 X 1500 X 2000 mm
- W Weight 1100 Kgs (Approx) 1100 Kgs (Approx)
= Z Production Capacity 4" Block — 8 Block / Stroke, 1600 / Shift 4" Block — 8 Block / Stroke, 2000 / Shift
8 pe 6" Block — 5 Block / Stroke, 1400 / Shift 6" Block — 5 Block / Stroke, 1600 / Shift
> 2 8" Block — 4 Block / Stroke, 1000 / Shift 8" Block — 4 Block / Stroke, 1100 / Shift
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PWT 1660 AUTO FEEDER TRIPPLE VIBRATOR

TECHNICAL SPECIFICATION
MODEL 10 BLOCKS AUTO FEEDER
Total Power 10.5 HP Three Phase
Hydraulic Pump Mator 5HP 1440 RPM
Vibrator Motor (Bottom) 0.5 X 4 =2 HP 2880 RPM

Vibrator Moter (Top) 1.5 HP 2880 RPM

Travel Motor 2 HP 1440 RPM

Operating Pressure 200 KG/CM2

Vibrations 6000 HZ Amplitude Adjustable
Molding Area 1060 X 900 mm

Dimension 2500 X 1800 X 2300 mm
Weight 2100 Kgs (Approx)

Production Capacity 4" Block - 16 Block / Stroke, 5000 / Shift
6" Block — 10 Block / Stroke, 4000 / Shift

8" Block — 8 Block / Stroke, 3000 / Shift

HEAVY DUTY BLOCK MAKING MACHINE

200 mm
200 mm
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TECHNICAL SPECIFICATION
MODEL 10 BLOCKS AUTO FEEDER HOPPER
Total Power 10.5 HP Three Phase

HOLLOW BLOCKS

Hydraulic Pump Motor

5 HP 1440 RPM

Vibrator Motor (Bottom)

0.5 X 4=2 HP 2880 RPM

Vibrator Motor (Top)

1.5 HP 2880 RPM

Travel Motor 2 HP 1440 RPM

Cylinders 7 Nos

Operating Pressure 200 KG/ CM2

Vibrations 6000 HZ Amplitude Adjustable
Molding Area 1060 X 900 mm

Dimension 2500 X 1800 X 2300 mm
Weight 2100 Kgs (Approx)

Production Capacity

4" Block — 16 Block / Stroke, 5000 / Shift

6" Block — 10 Block / Stroke, 4000 / Shift

8" Block — 8 Block / Stroke, 3000 / Shift

400 mm
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HEAVY DUTY PRESSING HOPPER TYPE




PWT 1060 MODEL DOUBLE /TRIPPLE VIBRATOR
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TECHNICAL SPECIFICATION 5
MODEL 1060 DOUBLE VIBRATOR 1060 TRIPLE VIBRATOR <
Total Power 8.5 HP Three Phase 8 HP Three Phase =
Hydraulic Pump Motor 5 HP 1440 RPM 5 HP 1440 RPM %
Vibrator Motor 3 HP 2880 RPM 2 HP 2880 RPM + Top Vib - 0.5 HP =
Travel Motor 0.5 HP 1440 RPM 0.5 HP 1440 RPM <
Operating Pressure 140 KG / cm2 140 KG / cm2 =
Vibrations 6000 HZ Amplitude Adjustable 6000 HZ Amplitude Adjustable -
Moulding Area 1060 X 600 mm 1060 X 600 mm 8
Dimension 2000 X 1500 X 2000 mm 2000 X 1500 X 2000 mm =
Weight 1200 Kgs (Approx) 1200 Kgs (Approx) o
Production Capacity 4" Block — 10 Block / Stroke, 2200/ Shift 4" Block — 10 Block / Stroke, 2200 / Shift
6" Block — 6 Block / Stroke, 2000 / Shift 6" Block — 6 Block / Stroke, 2000 / Shift
8" Block — 5 Block / Stroke, 1800 / Shift 8" Block — 5 Block / Stroke, 1800 / Shift

200 mm
200 mm
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TECHNICAL SPECIFICATION
MODEL | 860 TRIPLE VIBRATOR DOUBLE STROKE
Total Power | 8 HP Three Phase
Hydraulic Pump Motor 5HP 1440 RPM
Vibrator Motor 2HP 2880 RPM +Top Vib(0.5HP)
Travel Motor 0.5 HP 1440 RPM =
Operating Pressure 140 KG / cm2 =
Vibrations 6000 HZ Amplitude Adjustable o
Molding Area 860 X 900 mm <
Dimension 2000 X 1500 X 2000 mm p=
Weight 1200 Kgs (Approx) &)
Production Capacity 4" Block — 16 Block / Stroke, 3500 / Shift Z
6" Block — 10 Block / Stroke, 2800 / Shift ﬁ
8" Block — 8 Block / Stroke, 2000 / Shift >
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PWT 860 MODEL TRIPLLE VIBRATOR AUTO FEEDER
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< TECHNICAL SPECIFICATION

= MODEL 860 AUTO FEEDER

= Power 8.5 HP Three Phase

E: Hydraulic Pump Motor 5 HP 1440 RPM

&) Bottom Vibrator Motor 2 HP 2880 RPM

Z Top Vibrator Motor 0.5 HP 2880 RPM

w Travel Motor 1 HP 1440 RPM

et} Operating Pressure 140 KG / cm2

E Vibrations 6000 HZ Amplitude Adjustable

E Molding Area 860 X 600 mm

35 Dimension 2000 X 1500 X 2000 mm

o Weight 1200 Kgs (Approx)

> Production Capacity 4" Block — 8 Block / Stroke, 2200 / Shift
= 6" Block — 5 Block / Stroke, 1800 / Shift
% 8" Block — 4 Block / Stroke, 1300 / Shift

200 mm
200 mm
200 mm
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SOLID BLOCKS

TECHNICAL SPECIFICATION

MODEL 860 AUTO FEEDER
% Power 8.5 HP Three Phase
= Hydraulic Pump Motor 5 HP 1440 RPM
6 Bottom Vibrator Motor 2 HP 2880 RPM
< Top Vibrator Motor 0.5 HP 2880 RPM
p= Travel Motor 1 HP 1440 RPM
& Operating Pressure 140 KG | cm2
ﬁ Vibrations 6000 HZ Amplitude Adjustable
&) Molding Area 860 X 600 mm
Z Dimension 2000 X 1500 X 2000 mm
wn Weight 1200 Kgs (Approx)
< Production Capacity 4" Block — 8 Block / Stroke, 2200 / Shift
E 6" Block — 5 Block / Stroke, 1800 / Shift
ﬁ 8" Block — 4 Block / Stroke, 1300 / Shift
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PWT 430 MODEL /650 SINLE PHASE
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§ TECHNICAL SPECIFICATION

& MODEL 430 SINGLE PHASE 650 SINGLE PHASE

t Total Power 4 HP Single Phase 4 HP Single Phase

Q Hydraulic Pump Motor | 2 HP 1440 RPM 2 HP 1440 RPM

Z Vibrator Motor 1 HP 2880 RPM + (Top Vib= 0.5 HP ) 1HP 2880 RPM+ (Top Vib= 0.5HP)
T Travel Motor 0.5 HP 1440RPM 0.5 HP 1440 RPM

% Operating Pressure 140 KG / cm2 140 KG / cm2

= Vibrations 6000 HZ Amplitude Adjustable 6000 HZ Amplitude Adjustable

= Molding Area 430 X 600 mm 650 X 600 mm

3 Dimension 1500 X 900 X 2000 mm 2000 X 900 X 2000 mm

% Weight 850 Kgs (Approx) 950 Kgs (Approx)

7] Production Capacity 4" Block — 4 Blocks / Stroke, 1000 / Shift 4" Block — 6 Blocks / Stroke, 1000 / Shift
&£ 6" Block — 3 Blocks / Stroke, 800 / Shift 6" Block — 4 Blocks / Stroke, 800 / Shift
E 8" Block — 2 Blocks / Stroke, 600 / Shift 8" Block — 3 Blocks / Stroke, 600 / Shift

200 mm
200 mm
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% TECHNICAL SPECIFICATION

2 Model 430 Mabile Vibrator Single Block Stand Type Double Block Stand Type
Power 1.5 HP Single / Three Phase 1.5 HP Single | Three Phase 1.5 HP Single / Three Phase
Vibration Motor 6000 HZ Amplitude Adjustable | 6000 HZ Amplitude Adjustable | 6000 HZ Amplitude Adjustable

Moulding Area 500 mm X 600 mm (Max ) 350 mm X 600 mm (Max ) 600 mm X 500 mm (Max )
Weight 650 Kgs (Approx) 450 Kgs (Approx) 650 Kgs (Approx)

Production Capacity | 4" Block — 4 Block , 1000 / Shift | 4" Block — 2 Block , 400/ Shift | 4" Block — 4 Block , 800 / Shift
6" Block — 3 Block , 800 / Shift | 6" Block - 1 Block , 300/ Shift | 6" Block — 2 Block , 600 / Shift
8" Block — 2 Block , 600/ Shift | 8" Block — 1 Block , 300/ Shift 8" Block — 2 Block , 00/ Shift




FLY ASH BRICK MAKING MACHINE
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"6 HP Three Phase

Power

Hydraulic Pump Motor 3 HP 1440 mm Three Phase

Top Vibrator Motor 1 HP 2880 RPM Three Phase

Bottom Vibrator Motor(2 NOS) 2 HP 1440 RPM Three Phase

Weight 800 Kgs (Approx)

Production Capacity 4" Block - 6 Blocks / Stroke
6" Block — 4 Blocks / Stroke
8" Block — 3 Blocks / Stroke
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TECHNICAL SPECIFICATION
120 Ton {8 150 Ton {10 BLOCKS) 150 Ton (12 | ¥ 5
Total Power Required 10HP Hydraulic Machine, 15HP Pan | 15 HP Hydraulic Machine, 15HP Pan | 15 HP Hydraulic Machine, 15HP Pan el
Mixer, 2HP Convayor Set, 2HP Brick | Muxer, 2 HP Conveyer Set, 2 HP Mixer, 2 HP Conveyer Set, 2 HP Brick Z
Removing Belt Brick Removal Belt. Removal Belt. | -
Numer of Cylindsrs f Nos. & Nos. 6 Nos. T
Production Capacity B Bricks/siroke (1400 - 1500 Par Stroke 10 Bricks/stroke {1800 Par stroke 12 bricks(2000 - 2400 u
briisih) bricks/) biicksih) -
| Brick Size 230 X 110 X 75 mm 230 X 110 X 75 mm 230 X 110X 75 mm
Max. Size | 230 X 200 X 100 mm 230 X 200 X 100 mm 230 X 200 X 100 mm =
System Hydraulic Fully Automatic, PLC Hydraulic Fully Automatic, PLC Hydraulic Fully Automatic, PLC
Controlled Controded Controlid =
| Mix Feed | Convayor Conveyor Convayor )
Brick Removal Manual Manual Manual E
Raw Materials Fly ash ron Oxide, Lime Studge, Fly ash iron Oxide, Lime Sludge, Fiy ash iron Cwide, Lime Siudgs, ™)
I CQuarry waste, etc Quarry waste, etc Quarry Waste etc. il
Weight [ 3500 Kq (Approximaiely) 4000 Kg (Approximately) | 4500 Kg (Approximately) =
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DESIGNER TILE MAKING/VIBRATING TABLE

PAVER & TILES MACHINE

TECHNICAL SPECIFICATION
Vibrating Table 840x3000
Maximum Height of the Tile 100 x 100 mm
Movement of rubber mould in vibration Table Due to vibration with manual Intervention
Total Weight 500Kgs x 2 (approx)
Power 4 HP(2 HP Motor x 2 Tables )
Production Capacity 2000 Sq. ft / 8 Hours shift
Paring Bizchs War Paermg Biacis 1 Srapes
;""'" YARAL 11 I KX
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TECHNICAL SPECIFICATION
MODEL 100 KGS 150 KGS 200 KGS
Power 3HP 5HP 7.5 HP
Drum Size 900 mm X 300 mm 1000 mm X 420 mm 1250 mm X 420 mm
Weight 310 Kgs (Approx ) 360 Kgs (Approx ) 410 Kgs (Approx )




PWT CONCRETE PAN MIXER

TECHNICAL SPECIFICATION
MODEL 250 KGS 350 KGS 500 KGS 700 KGS
Cell dia 1375mm 1400mm 1650mm 1850mm
Cell height 620mm 620mm 700mm 750mm
Scrapers 2 Nos. with carbide tip 2 Nos. with carbide tip 2 Nos. with carbide fip 2 Nos. with carbide tip
brazed & 2 Rollers. brazed & 2 Rollers. brazed & 2 Rollers. brazed & 2 Rallers.
Motor 5HP 7.5 HP 15 HP. 20HP
Output rpm 30-40 rpm 30-40 rpm 30-40 rpm 30-40 rpm
Discharge Bottom opening sliding type Bottom opening sliding type Bottom opening sliding type | Botiom opening sliding type
system
Door apening Manually & Hydraulic Manually & Hydraulic Manually & Hydraulic Manually & Hydraulic
Cell bottom 12mm thick and Add 6 mm 12mm thick and Add 6 mm 12mm thick and Add 6 mm | 12mm thick and Add 6 mm
plate shoe plate. shoe plate. shoe plate. shoe plate.
Make of motor | Crompton or Marathon Crompton or Marathon Crompton or Marathon Crompton or Marathon
Cycle time 5-8 mins 5-8 mins 5-8 mins 5-8 mins
Coupling Chains Sprocket method. Chains Sprocket method Chains Sprocket method Chains Sprocket method
method

PAN MIXER MACHINES

PWT CONCRETE MIXER

TECHNICAL SPECIFICATION
MODEL 715 cft (3/4 Bag) 10/ 7 cft (Miller) 10/ 7 cft (Full Bag) 10/7 cft (Full Bag)
Power 3 HP Three Phase 3 HP Three Phase 5 HP Three Phase 6 HP Air Cooled Diesel
Engine
Drum Size 700 mm X 420 mm 800 mm X 420 mm 850 mm X 420 mm 1000 mm X 420 mm
Weight 310 Kgs (Approx ) 330 Kgs (Approx ) 360 Kgs (Approx ) 410 Kgs (Approx )

DRUM ROTATING TYPE




PWT CERB STONE & PAVER BLOCK MACHINE

KERB & PAVERS
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Power

Hydraulic Pump 3 HP 1440 mm Three Phase

Vibrators Side 1.5 x2=3HP  Three Phase
Vibrators Top 0.5 Hp Three Phase

Molding Area 450 X 650 mm

Weight 1800 Kgs (Approx)

Production Capacity 300 piece by 8 hour(Kerb)

HIGH DENSITY PAVER

Hhase

Power

Hydraulic Pump 7.5 HP Three Phase
Molding Area 375 X 650 mm
Weight 1800 Kgs (Approx)
Production Capacity 3000 piece by 8 hour




PWT PALEET TYPE PAVER BLOCK

TECHNICAL SPECIFICATION
Total Power (19.5 HP) 10 HP Hydraulic Machine, 7.5 HP Pan Mixer, 2 HP
Conveyor Set.
Total number of Cylinders 6 Nos.
Production Capacity 5 Bricks / stroke (1400 bricks/Hour)
Brick Size 230 x 110 x 75 mm (9"x4"x3")
System Hydraulic Fully Automatic, PLC Controlled
Mix Feed Conveyor
Brick Removal Manual
Raw Materials Fly ash iron Oxide, Lime Sludge, Quarry waste, etc.
Weight 1,800 Kg (Approximately)

HIGH DENSITY PAVER

Power : ree Phase
Hydraulic Pump 7.5 HP Three Phase
Molding Area 375 X 650 mm
Weight 1800 Kgs (Approx)
Production Capacity 3000 piece by 8 hour

PALLET TYPE




PWT PALEET TYPE PAVER BLOCK

TROLLEY’S

HYDRAULIC PALLET TROLLEY

EARTH RAMMER PAVER HAND CUTTER RAW MATERIAL TROLLEY

PWT PRESSING TYPE PAVER BLOCK MACHINE

TECHNICAL SPECIFICATION

MODEL ROTARY E
Capacity” 1000 - 1500 bricks / hour =
Power 10H.P. =
Pressing Load" 50 Tons. §
Brick Size* 230 x 110 x 75 mm
Max. Size 230 x 200 x 100 mm 55
System Hydraulic, Automatic, Rotary Table <

Three stationed PLC Controlled =
Table Rotation Hydraulic Motor (Automatic) =
Mix Feed Conveyor (or) Manual E
Brick Removal Manual lf
Raw Material Flyash, Iron Oxide, Qo

Lime Sludge, Quarry Waste etc. o
Weight 2500 Kgs. (Approximately)




PWT CONSRUCTION EQUIPMENTS

TROLLEY’S

TROLLEY HYDRAULIC PALLET TROLLEY

EARTH RAMMER PAVER HAND CUTTER RAW MATERIAL TROLLEY

J’“*EPOWERTEK

TERPRIS

PARTNER TO YOUR SUCCESS

OPP MINI CIVIL STATION ,
PALLIMUKKU,PATHANAPURAM
KOLLAM,KERALA
TOLL FREE;18001204782
9744556262,8593856262




